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APPLICABLE CODES:  ALL WORK UNDER THIS CONTRACT SHALL COMPLY WITH THE PROVISIONS OF THE SPECIFICATIONS AND DRAWINGS, AND SHALL SATISFY ALL
APPLICABLE CODES, ORDINANCES AND REGULATIONS OF ALL GOVERNING BODIES INVOLVED. ALL PERMITS AND LICENSES NECESSARY FOR THE PROPER EXECUTION
OF THE WORK SHALL BE PROCURED AND PAID FOR BY THE CONTRACTOR INVOLVED.  APPLICABLE CODES INCLUDE, BUT ARE NOT LIMITED TO THE FOLLOWING:

1. IT SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO FULLY EXAMINE THE SITE CONDITION, AND AVAILABLE UTILITIES AND TO NOTIFY THE
OWNER'S REPRESENTATIVE, IN WRITING OF ANY AND ALL DISCREPANCIES BETWEEN THE SAID EXISTING CONDITIONS AND THESE DRAWINGS. NO CLAIMS FOR
ADDITIONAL COMPENSATION SHALL BE MADE OR SHALL BE VALID UNLESS WRITTEN NOTIFICATION IS RECEIVED BY THE OWNER'S REPRESENTATIVE AND THE
ADDITIONAL COMPENSATION IS APPROVED IN ADVANCE OF PROCEEDING WITH THE WORK.

2. IN ADDITION TO THE GENERAL NOTES LISTED HEREIN, A.I.A. DOCUMENT A201 GENERAL CONDITIONS OF THE CONTRACT  FOR CONSTRUCTION SHALL APPLY.

3.  ALL WORK SHALL BE PERFORMED AS TO COMPLY WITH ALL GOVERNING STATUTES, ORDINANCES, REGULATIONS, CODES AND INSURANCE RATING BOARDS.  NO
WORK SHALL COMMENCE UNTIL ALL GOVERNMENTAL AND JURISDICTIONAL PERMITS AND APPROVALS ARE OBTAINED.

4.  ALL WORK SHALL BE PERFORMED IN A FIRST CLASS MANNER AND SHALL BE IN GOOD AND USABLE CONDITION AT THE DATE OF COMPLETION THEREOF.

5. UNDER NO CIRCUMSTANCES SHALL THE CONTRACTOR INSTALL OR PERMIT TO BE INSTALLED, ANY MATERIALS CONTAINING ASBESTOS.

6. THE TERM "OWNER" OR "TENANT" SHALL REFER TO PANDA EXPRESS AND ITS AGENTS OR REPRESENTATIVES. THE TERM "GENERAL CONTRACTOR" AND "G.C."
SHALL REFER TO THE PERSON AND/OR PERSONS WHO HAVE CONTRACTED OR SUBCONTRACTED FOR THE WORK.

7. THE ABBREVIATION OF "N.I.C." INDICATES WORK AND OR MATERIAL THAT IS NOT IN THE CONTRACT OF THE GENERAL CONTRACTOR, HOWEVER THIS DOES NOT
RELIEVE THE G.C. OF THE RESPONSIBILITY OF COORDINATION.

8. NOT USED.

9. THE LOCATIONS OF EXISTING UTILITIES ARE SHOWN IN AN APPROXIMATE WAY ONLY AND HAVE NOT BEEN INDIVIDUALLY VERIFIED BY THE OWNER OR HIS
REPRESENTATIVE. THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL EXISTING UTILITIES BEFORE COMMENCING WORK, AND AGREES TO BE
FULLY RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH MIGHT OCCUR BY THE CONTRACTOR'S FAILURE TO EXACTLY LOCATE AND PRESERVE ANY AND ALL
UTILITIES.

10. ALL WALL & CEILING CONSTRUCTION SHALL BE SUPPORTED BY STRUCTURE & NOT BY ROOF DECK IF APPLICABLE.

11. IT IS THE G.C.'S RESPONSIBILITY TO MAKE SURE EACH SUB HAS THE FULL SET OF DRAWINGS FROM WHICH TO BASE THEIR ESTIMATE.  IF CONFLICTS ARISE
AFTER THE BID THE G.C. ACCEPTS FULL RESPONSIBILITY FOR COST INCREASES IF THE SUB WAS NOT GIVEN THE FULL SET OF DRAWINGS.
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C01.0

GENERAL NOTES

GENERAL:

JULIE:

SURVEY:

GEOTECHNICAL:

SITE WORK AND GRADING:

ALL DISTURBED EARTH SURFACES WHICH ARE NOT PAVED OR BUILDING PADS SHALL
BE LANDSCAPED OR REVEGETATED WITH A TEMPORARY COVER, DEPENDING ON THE
PLANTING SEASON, AS OUTLINED BELOW.

PRIOR TO SEEDING, NEEDED EROSION CONTROL PRACTICES SHALL BE INSTALLED.

THE SUBGRADE SHALL BE LOOSENED EVENLY TO A DEPTH OF 2 TO 3 INCHES AND
10-20-10 FERTILIZER (10 LBS. PER 1000 SQ. FT. OR 450 LBS. PER ACRE) SHALL
BE MIXED WITH THE LOOSENED SOIL BY DISKING OR OTHER SUITABLE MEANS.

SOIL SHALL BE TESTED AND LIME TREATED IF REQUIRED BY TESTING FIRM.

SEEDS MAY BE DRILLED OR BROADCAST UNIFORMLY.

SEEDING IMPLEMENTS SHOULD BE USED AT RIGHT ANGLES TO THE SLOPE TO
MINIMIZE EROSION.

MULCH SHALL BE USED ON ALL SLOPES GREATER THAN 5 PERCENT OR AS NEEDED.

THE AREA SHALL BE WATERED DAILY OR AS OFTEN AS NECESSARY TO MAINTAIN
ADEQUATE SOIL MOISTURE UNTIL THE PLANTS EXCEED 1 INCH IN HEIGHT.

THE CONTRACTOR SHALL KEEP ON SITE A CURRENT SET OF THE APPROVED
CONSTRUCTION WORKING DRAWINGS AT ALL TIMES. THE CONTRACTOR SHALL
MARK (IN RED INK) ALL APPROVED CHANGES INCURRED FOLLOWING ISSUANCE
OF THE DRAWINGS. THESE CHANGES MAY BE INITIATED FROM FIELD CONDITIONS OR
CHANGES MADE BY THE DESIGN ENGINEER. EXCEPT FOR MINOR FIELD ADJUSTMENTS,
ALL CHANGES SHALL BE REVIEWED AND AGREED TO BY THE DESIGN ENGINEER PRIOR
TO FINAL APPROVAL OF THE PROJECT. THE CONTRACTOR SHALL SUBMIT THE
WORKING DRAWINGS TO THE ENGINEER OF RECORD (DESIGN ENGINEER) AFTER FINAL
INSPECTION OF PROJECT TO SERVE AS A BASIS FOR DEVELOPMENT OF FINAL AS-BUILT
RECORD DRAWINGS.

EROSION CONTROL NOTES:

TEMPORARY EROSION CONTROL:

AS-BUILTS:

PERMANENT EROSION CONTROL PRACTICES:

ANNUAL RYEGRASS
ELBON RYE
WHEAT
OATS
SORGHUMS
SUDAN GRASS

PLANT TYPE
PER

ACRE

40 LBS.
2 BU.
2 BU.
3 BU.

60 LBS.
60 LBS.

PER 1000
SQ. FT.

0.9 LBS.
3.0 LBS.
3.0 LBS.
2.5 LBS.
1.4 LBS.
1.4 LBS.

PLANTING
DATE

DEPTH OF
SEEDING

09/05-11/30
08/15-11/30
08/15-11/30
08/15-11/30
03/01-09/15
04/01-09/15

1
4  INCH
 2 INCH
2 INCH
2 INCH
2 INCH
2 INCH

FOR PERMANENT TREATMENT OF AREAS WHICH ARE NOT TO BE PAVED, REFER TO
LANDSCAPE PLANS; RE: L01.0-L01.1

ALL EROSION CONTROL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH THE
VILLAGE OF LOMBARD STANDARDS AND SPECIFICATIONS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING A STABILIZED
CONSTRUCTION ENTRANCE, AND FOR CLEANING OF VEHICLE WHEELS IN ACCORDANCE
WITH THE VILLAGE OF LOMBARD STANDARDS AND SPECIFICATIONS.

SILT FENCES: PLACEMENT OF SILT FENCES SHALL BE AS SHOWN ON THE
DEMOLITION & EROSION CONTROL PLAN. FENCING WHICH BECOMES DAMAGED SHALL
BE REPLACED PROMPTLY. DEPOSITS OF SILT WHICH BUILD UP BEHIND DIKES MAY
BE DISKED INTO THE SITE BEFORE PLACEMENT OF TEMPORARY COVER. AFTER
TEMPORARY COVER IS PLACED OR AFTER LANDSCAPING COMMENCES, SILT SHALL
BE REMOVED AND DISPOSED OF IN A MANNER APPROVED BY THE ENGINEER.

CONDUCT SITE CLEARING OPERATIONS TO ENSURE MINIMUM INTERFERENCE
WITH ROADS, STREETS, WALKS AND OTHER ADJACENT OCCUPIED OR USED
FACILITIES. DO NOT CLOSE OR OBSTRUCT STREETS, WALKS, OR OTHER
OCCUPIED OR USED FACILITIES WITHOUT PERMISSION FROM AUTHORITIES
HAVING JURISDICTION. STREETS AND ROADWAYS SHALL BE THOROUGHLY
CLEANED AND/OR SWEPT ON A DAILY BASIS OR MORE FREQUENTLY AS
REQUIRED BY THE GOVERNING AUTHORITY. RESTORE DAMAGED IMPROVEMENTS
TO ORIGINAL CONDITION AS ACCEPTABLE TO PARTIES HAVING JURISDICTION.

THE CONTRACTOR SHALL PROVIDE DUST CONTROL MEASURES IN ACCORDANCE
WITH LOCAL AUTHORITIES.

ALL STREET SURFACES, DRIVEWAYS, CULVERTS, ROADSIDE DRAINAGE DITCHES
AND OTHER STRUCTURES THAT ARE DISTURBED OR DAMAGED IN ANY MANNER AS
A RESULT OF CONSTRUCTION SHALL BE REPLACED IN ACCORDANCE WITH THE
SPECIFICATIONS.

UNLESS SPECIFIED OTHERWISE, ALL MATERIAL AND WORKMANSHIP SHALL BE
IN ACCORDANCE WITH THE VILLAGE OF LOMBARD STANDARDS, ILLINOIS
ENVIRONMENTAL PROTECTION AGENCY AND ILLINOIS DEPARTMENT OF
TRANSPORTATION SPECIFICATIONS FOR HIGHWAY CONSTRUCTION AND/OR THE
APPROPRIATE LOCAL AUTHORITIES.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PERMITS, PERMIT FEES,
LICENSES, LICENSE FEES, AND TAP FEES, ETC.

ALL ELEVATIONS IN PAVED AREAS ARE TOP OF FINISHED PAVEMENT UNLESS
OTHERWISE NOTED.

RELOCATION OF ANY UTILITIES SHALL BE PERFORMED IN ACCORDANCE WITH
THE PROVISIONS OF THE APPROPRIATE UTILITY COMPANY AND/OR REGULATORY
AGENCY. CONTRACTOR SHALL OBTAIN WRITTEN APPROVAL FROM ENGINEER
BEFORE ANY UTILITY RELOCATION.

NO DIMENSION MAY BE SCALED. REFER UNCLEAR ITEMS TO THE ENGINEER FOR
INTERPRETATION.

ALL CONTRACTORS SHALL NOTIFY UTILITY COMPANIES AND GOVERNMENT
AGENCIES IN WRITING OF THE INTENT TO EXCAVATE NO LESS THAN 72 HOURS
PRIOR TO SUCH EXCAVATION (EXCLUSIVE OF SATURDAYS, SUNDAYS AND HOLIDAYS)
AND CALL "JULIE" AT 1-800-892-0123.

EXISTING UTILITY LOCATIONS SHOWN SHALL BE FIELD VERIFIED BY CONTRACTOR
PRIOR TO CONSTRUCTION. LOCATIONS OF UNDERGROUND UTILITIES ON THESE
DRAWINGS ARE APPROXIMATE ONLY AND BASED ON ACTUAL FIELD LOCATIONS OF
VISIBLE STRUCTURES AND PLAN COMPUTATIONS.

ALL FEATURES OF THIS PROJECT INCLUDING, BUT NOT LIMITED TO, SIDEWALKS
AND CURB RAMPS SHALL COMPLY WITH THE AMERICAN DISABILITIES ACT (ADA)
ACCESSIBILITY GUIDELINES, AND THE INTERIM FINAL RULES FOR PUBLIC
RIGHT-OF-WAY, PUBLISHED IN THE FEDERAL REGISTER, SEPTEMBER 2010.
WHERE SPATIAL LIMITATIONS OR EXISTING FEATURES WITHIN THE LIMITS OF
THE PROJECT PREVENT FULL COMPLIANCE WITH THIS ACT, THE CONTRACTOR
SHALL IMMEDIATELY NOTIFY THE ENGINEER UPON DISCOVERY OF SUCH FEATURES.
THE CONTRACTOR SHALL NOT PROCEED WITH ANY ASPECT OF THE WORK WHICH
IS NOT IN FULL COMPLIANCE WITH THE ADA WITHOUT PRIOR, WRITTEN
PERMISSION FROM THE ENGINEER. ANY WORK WHICH IS NOT PERFORMED WITHIN
THE GUIDELINES OF THE ADA, FOR WHICH THE CONTRACTOR DOES NOT HAVE
WRITTEN APPROVAL, SHALL BE CORRECTED AT THE CONTRACTOR'S EXPENSE.

     CROSS SLOPES FOR SIDEWALKS SHALL NOT EXCEED 1:50
     RAMP SLOPES SHALL NOT EXCEED 1:12
     GRADES EXCEEDING 5% WILL BE TREATED AS A RAMP SLOPE

FINISHED SUBGRADE SURFACE SHALL NOT BE MORE THAN 0.1 FEET ABOVE OR
BELOW ESTABLISHED FINISHED SUBGRADE ELEVATIONS AND ALL GROUND
SURFACES SHALL VARY UNIFORMLY BETWEEN INDICATED ELEVATIONS. FINISHED
DITCHES SHALL BE GRADED TO ALLOW FOR PROPER DRAINAGE WITHOUT PONDING
AND IN A MANNER THAT WILL MINIMIZE EROSION.

EXISTING TOPOGRAPHY IS BASED ON AN ACTUAL FIELD SURVEY PERFORMED BY
V3 COMPANIES, DATED MARCH 1, 2019.

NONE PROVIDED
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LOCATION MAP

LOMBARD, ILLINOIS
N.T.S.

SITE INFORMATION

JURISDICTION: VILLAGE OF LOMBARD

ZONING: B4A

REQUIRED BUILDING SETBACKS:
FRONT: 30'
SIDE:  30'
SIDE:  10'
REAR:  30'

REQUIRED LANDSCAPE STRIP/ SETBACKS:
FRONT:  5' FOR PARKING
SIDE:  5' FOR PARKING
SIDE:  5' FOR PARKING
REAR:  5' FOR PARKING

REQUIRED PARKING:
12 SPACES PER 1000 SF GROSS FLOOR AREA
2425 SF X 12 SPACES / 1000 SF =
TOTAL 30 SPACES

PROPOSED PARKING:
REGULAR (DIMS)=  44
HANDICAP (DIMS)= 2
TOTAL = 46

DRIVE AISLE WIDTH: (WIDTH MAY VARY) 24', UNLESS LOCALLY
SPECIFIED OTHERWISE.

SITE AREA CALCULATIONS:
SITE: 0.98 AC
PERVIOUS AREA: 0.20 AC
IMPERVIOUS AREA: 0.78 AC
DISTURBED AREA: 0.97 AC

FLOOD HAZARD: ZONE X
F.I.R.M. MAP NO. 17043C0157J, DATED AUGUST 1, 2019.

EXISTING INFORMATION:
EXISTING SITE INFORMATION IS BASED ON ACTUAL SURVEY
PERFORMED BY V3 COMPANIES, DATED MARCH 1, 2019.

SITE LIGHTING:
PHOTOMETERICS DESIGNED BY OTHERS. POLE LOCATIONS ARE
SHOWN FOR REFERENCE ONLY. CONTRACTOR SHALL VERIFY
FINAL LOCATION F POLES WITH PHOTOMETRIC PLAN AND
OWNER  PRIOR TO CONSTRUCTION.

THE VILLAGE OF LOMBARD
COMMUNITY DEVELOPMENT DEPARTMENT
ANNA PAPKE
255 E WILSON AVENUE
LOMBARD, ILLINOIS 60148
630-620-5758
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THE VILLAGE OF LOMBARD
COMMUNITY DEVELOPMENT DEPARTMENT
JANA BRYANT
255 E WILSON AVENUE
LOMBARD, ILLINOIS 60148
630-620-5973

THE VILLAGE OF LOMBARD
COMMUNITY DEVELOPMENT DEPARTMENT
JANA BRYANT
255 E WILSON AVENUE
LOMBARD, ILLINOIS 60148
630-620-5973

THE VILLAGE OF LOMBARD
COMMUNITY DEVELOPMENT DEPARTMENT
JANA BRYANT
255 E WILSON AVENUE
LOMBARD, ILLINOIS 60148
630-620-5973

NICOR GAS
404-584-4000

THE VILLAGE OF LOMBARD
PUBLIC WORKS
255 E WILSON AVENUE
LOMBARD, ILLINOIS 60148
630-620-5740

D7159, STORE 8-20
ROOSEVELT ROAD & HIGHLAND

LOMBARD, IL 60148

BENCHMARK 1
SOUTHEAST TAG BOLT OF
FIRE HYDRANT
ELEV=725.48
N=1072898.909
E=1891805.943

BENCHMARK 2
SOUTHWEST TAG BOLT OF
FIRE HYDRANT
ELEV=723.20
N=1072859.298
E=1891522.461

CAUTION
NOTICE TO CONTRACTOR
THE CONTRACTOR IS SPECIFICALLY CAUTIONED
THE LOCATION AND ELEVATION OF EXISTING
UTILITIES AS SHOWN ON THESE PLANS ARE BASED
ON RECORDS OF THE VARIOUS UTILITY COMPANIES
AND MEASUREMENTS TAKEN IN THE FIELD.
THE INFORMATION IS NOT TO BE  RELIED ON AS
BEING EXACT OR COMPLETE. THE CONTRACTOR
MUST CALL THE LOCAL UTILITY LOCATION CENTER
AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO
REQUEST EXACT FIELD LOCATIONS OF THE UTILITIES

AutoCAD SHX Text
\\kc-cad-server\civil\Projects\2150020 panda express - lombard, il\Dwg\PRODUCTION\2150020 General Notes.dwg		PLOT:11/15/2021 2:58:22 PM		ORIG SIZE:24"X36"PLOT:11/15/2021 2:58:22 PM		ORIG SIZE:24"X36"11/15/2021 2:58:22 PM		ORIG SIZE:24"X36"ORIG SIZE:24"X36"



WALLACE ENGINEERING
STRUCTURAL CONSULTANTS, INC

STRUCTURAL AND CIVIL CONSULTANTS
1741 McGEE ST.
KANSAS CITY, MO 64108
(816) 421-8282
ILLINOIS CA #184-001581  EXP 4/30/23

ARCH PROJECT #:  

PANDA PROJECT #:

CHECKED BY:

ISSUE DATE:

REVISIONS:

All ideas, designs, arrangement and plans indicated  or
represented by this drawing are the property of   Panda

Express Inc. and were created for use on this specific project.
None of these ideas, designs, arrangements or plans may be

used by or disclosed  to any person, firm, or corporation
without the written permission of Panda Express Inc.

1683 Walnut Grove Ave.
Rosemead, California

91770
Telephone: 626.799.9898
Facsimile: 626.372.8288

PANDA EXPRESS, INC.

PANDA STORE #:  

TRUE WARM & WELCOME 2300 R5

21044.004

JAL

S8-20-D7159

XXX

LOMBARD, IL 97217
ROOSEVELT & HIGHLAND
TRUE WARM & WELCOME

PANDA EXPRESS

8813 PENROSE LANE, SUITE 400
LENEXA, KS 66219

ph: 913.649.8181 • fx: 913.649.1275

DRAWN BY:
MCA

90% SET 06-07-21
PC PRELIM REVIEW 06-14-21
OWNER REV 08-09-21
OWNER REV 09-13-21
OWNER REV 09-30-21
OWNER REV 10-11-21
OWNER REV 11-15-21

C02.0

SURVEY

THIS SHEET IS FOR THE CONVENIENCE OF THE CONTRACTOR.
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WALLACE ENGINEERING HAS NOT CONFIRMED ITS ACCURACY.
SURVEY INFORMATION WAS REPRODUCED BY ELECTRONIC
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DRAWINGS AVAILABLE FROM THE SURVEYOR.
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EX MINOR CONTOUR
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PAVEMENT TO BE
REMOVED

SILT FENCE; RE: 6/C06.1

GRAVEL FILTER BAGS
RE: 1/C06.1

1. ALL CONCRETE AND ASPHALT NOTED FOR REMOVAL SHALL BE SAW CUT FULL
DEPTH AND REMOVED OFF SITE.

2. CONTRACTOR SHALL PROTECT ALL SURVEY CONTROL POINTS.

3. CONTRACTOR SHALL REMOVE ALL WASTE MATERIALS OFF SITE.

4. ALL EXISTING STRUCTURES, UNLESS OTHERWISE NOTED TO REMAIN, FENCING,
TREES, ETC., WITHIN CONSTRUCTION AREA SHALL BE REMOVED & DISPOSED
OF OFF SITE. ALL COST SHALL BE INCLUDED IN BASE BID.

5. WITH PRIOR APPROVAL, CONTRACTOR MAY ESTABLISH AN ON-SITE STAGING
AREA. CONTRACTOR SHALL BE RESPONSIBLE FOR RESTORING STAGING AREA
TO ITS ORIGINAL CONDITION. SECURITY OF STAGING AREA SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR.

6. ON-SITE VEGETATION SHALL BE PROTECTED AS NOTED. IN DESIGNATED
PROTECTION AREAS WHERE THE CONTRACTOR DOES NOT PROTECT
VEGETATION AS NOTED, CONTRACTOR SHALL RESTORE VEGETATION TO
EXISTING CONDITION AT NO ADDITIONAL EXPENSE TO THE OWNER, TO THE
SATISFACTION OF THE ARCHITECT.

7. CONTRACTOR SHALL PROTECT ALL ABOVE GROUND UTILITY FEATURES NOT
BEING REMOVED INCLUDING, BUT NOT LIMITED TO, MANHOLES, VALVES, AND
INLETS. IF ANY EXISTING STRUCTURES TO REMAIN ARE DAMAGED DURING
CONSTRUCTION, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO REPAIR
OR REPLACE THE EXISTING STRUCTURE AS NECESSARY.

8. TOPSOIL STOCKPILES AND DISTURBED PORTIONS OF THE SITE, WHERE
CONSTRUCTION ACTIVITY TEMPORARILY CEASES FOR AT LEAST 14 DAYS
SHALL BE STABILIZED IMMEDIATELY WITH TEMPORARY SEED AND MULCH PER
SPECIFICATIONS ON THE GENERAL NOTES.

9. CONTRACTOR IS RESPONSIBLE FOR ALL TRAFFIC CONTROL DURING
CONSTRUCTION INCLUDING, BUT NOT LIMITED TO, LANE CLOSURES, DETOURS,
ETC. BOTH VEHICULAR AND PEDESTRIAN.

10. CONTRACTOR SHALL PROVIDE TEMPORARY UTILITY SERVICE IF REQUIRED.

11. CONTRACTOR SHALL ENSURE CONSTRUCTION SITE HAS POSITIVE DRAINAGE
THROUGHOUT THE DURATION OF CONSTRUCTION.

12. SIX (6) FOOT CHAINLINK CONSTRUCTION FENCE SHALL BE MAINTAINED AND
SECURED AROUND PERIMETER OF CONSTRUCTION SITE FOR DURATION OF
PROJECT.

13. PRIOR TO UTILITY DEMOLITION COORDINATE WITH AUTHORITY HAVING
JURISDICTION.

14. UTILITIES BEING REMOVED OR RELOCATED SHALL BE ISOLATED AND SERVICE
DISCONNECTED PRIOR TO ANY DEMOLITION.
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LOMBARD, ILLINOIS
N.T.S.
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STRAW WATTLE

DEMOLITION AND
EC PLAN

REMOVE TREES AND
GRIND STUMP TO 24"

BELOW GRADE

REMOVE TREES AND
GRIND STUMP TO 24"

BELOW GRADE

SAWCUT FULL DEPTH AND
REMOVE PAVEMENT

PLACE 20'x50' STABILIZED CONSTRUCTION
ENTRANCE. STONE SHALL CONSIST OF 6" MIN
COARSE AGGREGATE. ENTRANCE SHALL BE
INSTALLED AND MAINTAINED IN ACCORDANCE
WITH VILLAGE OF LOMBARD STANDARDS.
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GRAVEL FILTER
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BAG; RE: 1/C06.1

SILT FENCE
RE: 6/C06.1

REMOVE CURB
AND GUTTER

RELOCATE "NO
PARKING" SIGN;

RE: C04.0

REMOVE CURB
AND GUTTER

REMOVE CURB
AND GUTTER

LIMITS OF
DISTURBANCE

LIMITS OF
DISTURBANCE

LIMITS OF
DISTURBANCE

CONCRETE
WASHOUT
RE: 2/C06.1

EXIST TREE TO BE
PROTECTED
RE: 3/C06.1

REMOVE TREES AND
GRIND STUMP TO 24"

BELOW GRADE

STRAW WATTLE AT
OUTLET STRUCTURE

RE: 5/C06.1
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REMOVE DECORATIVE
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WATER HYDRANT AND
VALVE TO BE
RELOCATED; RE: C05.0
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CAUTION
NOTICE TO CONTRACTOR
THE CONTRACTOR IS SPECIFICALLY CAUTIONED
THE LOCATION AND ELEVATION OF EXISTING
UTILITIES AS SHOWN ON THESE PLANS ARE BASED
ON RECORDS OF THE VARIOUS UTILITY COMPANIES
AND MEASUREMENTS TAKEN IN THE FIELD.
THE INFORMATION IS NOT TO BE  RELIED ON AS
BEING EXACT OR COMPLETE. THE CONTRACTOR
MUST CALL THE LOCAL UTILITY LOCATION CENTER
AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO
REQUEST EXACT FIELD LOCATIONS OF THE UTILITIES
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PARKING STALL COUNT 9

KEY NOTES
HEAVY DUTY CONCRETE PAVEMENT, RE: 1 & 7/C04.21
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C04.0

SITE PLAN

1.  ALL WORK AND MATERIALS SHALL COMPLY WITH ALL MUNICIPAL
REGULATIONS AND CODES, WHICHEVER IS MORE STRINGENT.

2.  ALL WORK AND MATERIALS SHALL COMPLY WITH O.S.H.A. STANDARDS.

3. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL RELOCATIONS, INCLUDING
BUT NOT LIMITED TO, ALL UTILITIES, STORM DRAINAGE, SIGNS, ETC. AS
REQUIRED.  ALL WORK SHALL BE IN ACCORDANCE WITH GOVERNING
AUTHORITIES SPECIFICATIONS AND SHALL BE APPROVED BY SUCH. ALL
COST SHALL BE INCLUDED IN BASE BID.

4. REFER TO LANDSCAPE PLANS FOR GRASS, TREES AND PLANTED
MATERIALS; RE: L01.0-L01.1.

5. ALL DIMENSIONS AND COORDINATES ARE FROM BACK OF CURB UNLESS
SHOWN OTHERWISE.

6. CONCRETE PAVING SECTIONS SHALL BE SAWCUT AT 12' MAXIMUM SPACING
EACH.

7. BUILDING COORDINATES ARE TO OUTSIDE FACE OF WALL.

SITE NOTES

LOCATION MAP

BENCHMARK 1
SOUTHEAST TAG BOLT OF
FIRE HYDRANT
ELEV=725.48
N=1072898.909
E=1891805.943

BENCHMARK 2
SOUTHWEST TAG BOLT OF
FIRE HYDRANT
ELEV=723.20
N=1072859.298
E=1891522.461

LOMBARD, ILLINOIS
N.T.S.

CONCRETE SIDEWALK PAVEMENT

HEAVY DUTY CONCRETE PAVEMENT

HEAVY DUTY ASPHALT PAVEMENT IN DRIVES

STANDARD DUTY ASPHALT PAVEMENT IN STALLS

STANDARD DUTY ASPHALT PAVEMENT, RE: 1/C04.2

HEAVY DUTY ASPHALT PAVEMENT, RE: 1/C04.2

CONCRETE SIDEWALK, RE: 5/C04.2

JURISDICTION: VILLAGE OF LOMBARD

ZONING: B4A

REQUIRED BUILDING SETBACKS:
FRONT: 30'
SIDE:  30'
SIDE:  10'
REAR:  30'

REQUIRED LANDSCAPE STRIP/ SETBACKS:
FRONT:  5' FOR PARKING
SIDE:  5' FOR PARKING
SIDE:  5' FOR PARKING
REAR:  5' FOR PARKING

REQUIRED PARKING:
12 SPACES PER 1000 SF GROSS FLOOR AREA
2300 SF X 12 SPACES / 1000 SF =
TOTAL 28 SPACES

PROPOSED PARKING:
REGULAR (DIMS)=  45
HANDICAP (DIMS)= 2
TOTAL = 47

DRIVE AISLE WIDTH: (WIDTH MAY VARY) 24', UNLESS LOCALLY
SPECIFIED OTHERWISE.

SITE AREA CALCULATIONS:
SITE: 0.98 AC
PERVIOUS AREA: 0.20 AC
IMPERVIOUS AREA: 0.78 AC
DISTURBED AREA: 0.97 AC

FLOOD HAZARD: ZONE X
F.I.R.M. MAP NO. 17043C0157J, DATED AUGUST 1, 2019.

EXISTING INFORMATION:
EXISTING SITE INFORMATION IS BASED ON ACTUAL SURVEY
PERFORMED BY V3 COMPANIES, DATED MARCH 1, 2019.

SITE LIGHTING:
PHOTOMETERICS DESIGNED BY OTHERS. POLE LOCATIONS ARE
SHOWN FOR REFERENCE ONLY. CONTRACTOR SHALL VERIFY
FINAL LOCATION F POLES WITH PHOTOMETRIC PLAN AND
OWNER  PRIOR TO CONSTRUCTION.

BRICK PAVER SIDEWALK; MATCH EXISTING

5 BRICK PAVER SIDEWALK; MATCH EXISTING
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CAUTION
NOTICE TO CONTRACTOR
THE CONTRACTOR IS SPECIFICALLY CAUTIONED
THE LOCATION AND ELEVATION OF EXISTING
UTILITIES AS SHOWN ON THESE PLANS ARE BASED
ON RECORDS OF THE VARIOUS UTILITY COMPANIES
AND MEASUREMENTS TAKEN IN THE FIELD.
THE INFORMATION IS NOT TO BE  RELIED ON AS
BEING EXACT OR COMPLETE. THE CONTRACTOR
MUST CALL THE LOCAL UTILITY LOCATION CENTER
AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO
REQUEST EXACT FIELD LOCATIONS OF THE UTILITIES
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1. ALL TRENCHING, PIPE LAYING AND BACKFILLING SHALL BE IN
ACCORDANCE WITH FEDERAL OSHA REGULATIONS.

2. PRIOR TO CONSTRUCTION, LOCATION OF SITE UTILITIES SHALL
BE VERIFIED BY CONTRACTOR WITH THE PROPER UTILITY
COMPANY PROVIDING SERVICE.

3. CONTRACTOR SHALL NOTIFY THE UTILITY AUTHORITIES'
INSPECTORS BEFORE CONNECTING TO ANY EXISTING LINE IN
ACCORDANCE WITH LOCAL REQUIREMENTS.

4. CONTRACTOR IS TO COORDINATE WITH ALL UTILITY
COMPANIES FOR INSTALLATION REQUIREMENTS AND
SPECIFICATIONS.

5. CONTRACTOR IS RESPONSIBLE FOR COMPLYING WITH THE
SPECIFICATIONS OF THE LOCAL AUTHORITIES REGARDING TO
MATERIALS AND INSTALLATION OF THE WATER AND SEWER
LINES.

6. ALL WATER PIPING SHALL BE INSTALLED WITH A MINIMUM OF
FIVE AND ONE-HALF (5 1/2) FEET OF COVER AND MAXIMUM OF
EIGHT (8) FEET OF COVER, UNLESS NOTED OTHERWISE.

7. UTILITY TRENCH DETAIL RE: 3/C05.1; FOR STORM, RE: 7/C06.1

8. IF ANY EXISTING STRUCTURES TO REMAIN ARE DAMAGED
DURING CONSTRUCTION IT SHALL BE THE CONTRACTORS
RESPONSIBILITY TO REPAIR OR REPLACE THE EXISTING
STRUCTURE AS NECESSARY.

GENERAL UTILITY NOTES

TRANSFORMER PER
UTILITY PROVIDER STDS

4" PVC CONDUIT FOR
POWER SERVICE

1.5" WATER SERVICE TAP AND
VALVE BOX, RE: 5,6/C05.1

4" PVC CONDUIT FOR
COMMUNICATION SERVICE

GAS SERVICE LINE
COORD WITH UTILITY
PROVIDER

4" SANITARY
SERVICE LINE

RE: 3/C05.1

CONNECT SANITARY
SERVICE LINE TO EXIST
MANHOLE; FL 712.25

6" SANITARY SERVICE
LINE, RE: 3/C05.1

1.5" WATER
METER SETTING

6" FIRE WATER SERVICE TAP W/ 6" GATE
VALVE AND VALVE VAULT, RE: 5,7/C05.1

6" FIRE WATER
SERVICE LINE

RE: 3/C05.1

1.5" DOMESTIC WATER
SERVICE LINE; RE: 3/C05.1
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N.T.S.
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TO BE RELOCATED

RELOCATED FIRE HYDRANT
AND WATER VALVE;
COORDINATE WITH ADJACENT
PROPERTY OWNER
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UTILITY DETAILS I
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SCALE: NTS1
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PLAN
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PIPE DIA
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RE: PLANS FOR

5" TOPSOIL MIN
COATED DOWELS
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RE: PAVEMENT DETAIL
PAVED AREA NON PAVED AREAS

PIPE TRENCH-ALL PIPES EXCEPT STORM SEWER
SCALE: NTS3 GREASE INTERCEPTOR

SCALE: NTS4

BEDDING NOTE:
UNDER PAVING GRANULAR BACKFILL (CA-6)
MUST BE TO THE TOP OF THE TRENCH.
BACKFILL TO BE COMPACTED AS SPECIFIED
BY ILLINOIS DOT STANDARD SPECIFICATIONS.

TRENCH NOTE:
BRACING AND SHEATHING OR OTHER
TRENCH PROTECTION TO BE PROVIDED
TO MEET APPLICABLE STATE AND OSHA
SAFETY STANDARDS. ALL SUCH TRENCH
PROTECTION TO BE RESPONSIBILITY
OF THE CONTRACTOR.

LOMBARD WATER SERVICE TAP AND CONNECTION
SCALE: NTS5 LOMBARD WATER VALVE BOX INSTALLATION

SCALE: NTS6 LOMBARD WATER TIGHT VALVE VAULT
SCALE: NTS7

NOTE:
MEP TO DETERMINE CAPACITY
OF THE GAS INTERCEPTOR.
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GRADING & DRAINAGE NOTES
1. SEE LANDSCAPE PLAN (L01.0-L01.1) FOR REQUIRED TREES

AND GROUND COVER.
2. SLOPE OF SURFACE GRADE SHALL BE A MINIMUM OF 1.00%.
3. MAXIMUM CUT OF FILL SLOPES IS 3H:1V.
4. THE CONTRACTOR SHALL PROVIDE CLEAN, SUITABLE

MATERIAL FOR REQUIRED FILL, SHOULD A SUFFICIENT
QUANTITY OF SUITABLE MATERIAL NOT BE AVAILABLE FROM
THE REQUIRED EXCAVATION ON THE SITE.

5. ALL FILL SHOULD BE PLACED IN THIN, HORIZONTAL LOOSE
LIFTS (MAXIMUM 6-INCH) AND COMPACTED TO AT LEAST 98%
OF THE STANDARD PROCTOR MAXIMUM DRY DENSITY
(ASTM D 698). THE UPPER 8 INCHES OF SOILS BENEATH
PAVEMENT AND SLAB-ON-GRADE SHOULD BE COMPACTED
TO AT LEAST 100%. COMPACTION MUST BE CERTIFIED BY
AN ILLINOIS REGISTERED PROFESSIONAL SOILS ENGINEER
PRIOR TO THE INSTALLATION OF PAVEMENTS, CURBS,
SIDEWALKS OR FOOTINGS OF ANY TYPE.

6. CONTRACTOR SHALL ENSURE THAT EXISTING DETENTION
POND AND DETENTION OUTLET STRUCTURES ARE
OPERATIONAL PRIOR TO CONSTRUCTION. CONTRACTOR
SHALL MAINTAIN DETENTION POND AND OUTLET
STRUCTURES THROUGHOUT CONSTRUCTION AND UNTIL
PERMANENT GROUND COVER IS ESTABLISHED.

7. SEE SHEET C01.0 FOR GENERAL NOTES.

0 10 2020

1" = 20'

C06.0

HYDROLOGY STATEMENT
ONSITE STORMWATER RUN-OFF WILL BE COLLECTED VIA
PROPOSED CURB INLETS AND GRATE INLET. A PROPOSED
STORM PIPE SYSTEM WILL CONVEY THE STORMWATER TO THE
EXISTING MASTER DETENTION POND.
BASED ON THE MASTER DETENTION POND SIZING AND OVERALL
HYDROLOGY REPORT PERFORMED BY THE DEVELOPMENT
ENGINEER, THE MASTER DETENTION POND IS SIZED TO
ADEQUATELY DETAIN RUNOFF FROM THE SUBJECT SITE.

GRADING & DRAINAGE LEGEND

EX MINOR CONTOUR

EX MAJOR CONTOUR

PROP MINOR CONTOUR

PROP MAJOR CONTOUR

LIMITS OF GRADING

DRAINAGE ARROW

BOTTOM OF WALL
FINISHED GRADE
TOP OF CURB
TOP OF PAVEMENT
TOP OF SIDEWALK
TOP OF WALL
DOOR OPENING
OVERHEAD DOOR

BW
FG
TC
TP
TS
TW
DO
OHD

990

980

GRADING AND
DRAINAGE PLAN

CAST IRON CURB INLET
RE: 9,11,13/C06.2
TR 714.75, TC 715.25
FL IN (NW) 712.43
FL OUT (S) 712.18

3' WIDE CONCRETE
FLUME; RE: 6/C04.2

2' DIA. GRATE INLET
RE: 9,10/C06.2

TR 717.80
FL IN (N) 714.14

FL OUT (SE) 713.89

2' DIA. GRATE INLET
RE: 9,10/C06.2
TR 718.00
FL OUT (W) 715.47

4' STORM MANHOLE; TR 719.07
RE: 8/C06.1, 10,12/C06.2
FL IN (NE) 715.09; FL OUT (S) 714.84

150 LF 15" ROOF DRAIN
COLLECTOR @ 1.5% SLOPE
RE: 7/C06.1

74 LF 15" RCP STORM
SEWER @ 1.00% SLOPE

RE: 7/C06.1

FFE 719.25
2,300 SQ FT

BM #1

BM #2

PROPERTY LINE

PROPERTY LINE

PR
O

PE
R

TY
 L

IN
E

PR
O

PE
R

TY
 L

IN
E

LOCATION MAP

BENCHMARK 1
SOUTHEAST TAG BOLT OF
FIRE HYDRANT
ELEV=725.48
N=1072898.909
E=1891805.943

BENCHMARK 2
SOUTHWEST TAG BOLT OF
FIRE HYDRANT
ELEV=723.20
N=1072859.298
E=1891522.461

LOMBARD, ILLINOIS
N.T.S.

STORM
CLEANOUT;
FL 714.50
RE: 2/C05.1

15" WYE AND STORM
CLEANOUT; FL 713.15

RE: 2/C05.1

18 LF 15" RCP STORM
SEWER @ 1.00% SLOPE
RE: 7/C06.1

72 LF 15" RCP STORM
SEWER @ 1.00% SLOPE
RE: 7/C06.1

70 LF 15" RCP STORM
SEWER @ 1.00% SLOPE

RE: 7/C06.1

38 LF 15" RCP STORM
SEWER @ 1.00% SLOPE
RE: 7/C06.1

CONNECT TO DOWNSPOUT
FL 715.55; RE: 4/C06.1

CONNECT TO DOWNSPOUT
FL 715.85; RE: 4/C06.1

15" END SECTION
WITH RIP RAP TO 1 VF
BELOW WATER LINE
FL 712.00

100 LF MODULAR BLOCK
RETAINING WALL, MAX
HEIGHT 2.75'; RE: 11/C04.3

LOWER STORM
MANHOLE 0.5 VF TO

GRADE; TR 719.76

LOWER STORM
MANHOLE 0.70 VF TO
GRADE; TR 715.40
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DRIP LINE OF EXISTING
TREE OR TREE GROUPING

4' HT SNOW FENCE WITH
METAL TEE FENCE POST 8'
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C06.1

ESPC DETAILS I

PAVEMENT PLACE GRAVEL FILTER
BAGS SUCH THAT NO
GAPS ARE EVIDENT

HEIGHT OF GRAVEL FILTER
BAGS SHOULD NOT BE
ABOVE CURB

BAG IS TO HAVE A TIGHT CURB
CONTACT WITH NO GAPS

PLACE GRAVEL FILTER
BAGS SUCH THAT NO
GAPS ARE EVIDENT

3/4-INCH GRAVEL CONTAINED IN
PERVIOUS BURLAP BAGS OR
SYNTHETIC NET BAGS (1/8-INCH
MESH) APPROXIMATELY 24
INCHES LONG, 12 INCHES WIDE,
AND 6 INCHES HIGH

 PLAN VIEW

CURB

 FRONT VIEW

GRAVEL FILTER BAG
SCALE: NTS1 CONCRETE WASHOUT PIT

BERM SECTION 

PLAN 

3.
00

'

9.00' MIN

VA
R

IE
S

PLASTIC LINING 20
MIL MINIMUM

REPLACE IF TORN

SANDBAGS

BERM

WOOD STAKES
ON 3 SIDES

BERM

SANDBAG

WOOD STAKE

PLASTIC LINING
20 MIL MINIMUM

8' O.C.MAX.

8' O.C.MAX.

TREE PROTECTION

PRIOR TO COMMENCEMENT OF WORK, THE
CONTRACTOR SHALL IDENTIFY, TAG AND PROTECT
EXIST TREES TO BE SAVED.  WORK CANNOT
COMMENCE UNTIL TREE PROTECTION IS IN PLACE
AND APPROVED BY THE ENGINEER.  CONTRACTOR
SHALL BE RESPONSIBLE FOR ANY DAMAGE TO
EXIST TREES THAT ARE TO REMAIN.

NOTE:

DOWNSPOUT TO STORMDRAIN CONNECT

DOWNSPOUT RE: ARCH

ALL WATERTIGHT CONNECTIONS

ZURN Z191-CA DOWNSPOUT BOOT
WITH CLEANOUT, OR EQUIVALENT
PAVEMENT SURFACE

45 DEG ELBOW
(DIP)

18
"

M
IN

.

1% MIN. SLOPE

TO CLEAR GRADE BEAM
LENGTH AS NECESSARY

WALL

FOOTING

LOMBARD SILT FENCE
SCALE: NTS

LOMBARD STORM SEWER TRENCH SECTION
SCALE: NTS

LOMBARD MANHOLE TYPE A
SCALE: NTS

STRAW WATTLE SEDIMENT TRAP

12" COMPOST SOCK

MOW TALL VEGETATION
NO OTHER GROUND
PREP REQUIRED

8"

FLOW

24" WOOD STAKE
AT 8' CENTERS

SCALE: NTS2 SCALE: NTS3 SCALE: NTS4 SCALE: NTS5

6 7 8
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C06.2

ESPC DETAILS II

LOMBARD INLET TYPE A
SCALE: NTS9 LOMBARD CASTING ADJUSTMENTS FOR STRUCTURES IN PAVED AREAS

SCALE: NTS10 LOMBARD CASTING ADJUSTMENTS FOR STRUCTURES IN THE CURB LINE
SCALE: NTS11

LOMBARD STORM MANHOLE STEP
SCALE: NTS12 LOMBARD STORM SEWER INLET CURB AND GUTTER

SCALE: NTS13
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JURISDICTION REQUIREMENTS:

RIGHT-OF-WAY LANDSCAPING
RIGHT-OF-WAY FRONTAGE: 150'
REQUIRED: 1 TREE PER 40' 4 TREES
PROVIDED: 4 TREES

INTERIOR PARKING LOT LANDSCAPING
PARKING LOT AREA: 1,106 SF
AREA

LANDSCAPE AREA REQUIRED:    5% 1,106 SF
LANDSCAPE AREA PROVIDED: 7.8% 1,716 SF

TREES
REQUIRED: 1 TREE PER 120 SF 9 TREES
PROVIDED 9 TREES

PERIMETER PARKING LOT LANDSCAPING
NON-RESIDENTIAL ACROSS RIGHT-OF-WAY

EVERGREEN OR DENSE DECIDUOUS SHRUBS ACROSS 50%
PROVIDED: SEE PLAN

REAR AND INTERIOR SIDE YARDS
REQUIRED LANDSCAPING: 50%
PROVIDED: SEE PLAN

 

0 10 2020

1" = 20'

LANDSCAPE LEGEND

LANDSCAPE AREA
(FESCUE SOD WHERE DISTURBED)

BED EDGE

PLANT SCHEDULE

CONTRACTOR SHALL FIELD VERIFY ALL EXISTING
UTILITIES (LOCATION AND ELEVATIONS) PRIOR TO
STARTING CONSTRUCTION AND ALERT ENGINEER

TO ANY DISCREPANCIES IMMEDIATELY

CONTRACTOR SHALL PROTECT ALL ITEMS
OUTSIDE LIMITS OF CONSTRUCTION UNLESS

OTHERWISE NOTED IN THE CONSTRUCTION PLANS
OR SPECIFICATIONS

L01.0

LANDSCAPE PLAN
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BEING EXACT OR COMPLETE. THE CONTRACTOR
MUST CALL THE LOCAL UTILITY LOCATION CENTER
AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO
REQUEST EXACT FIELD LOCATIONS OF THE UTILITIES

DRAWN BY:
MCA

90% SET 06-07-21
PC PRELIM REVIEW 06-14-21
OWNER REV 08-09-21
OWNER REV 09-13-21
OWNER REV 09-30-21
OWNER REV 10-11-21
OWNER REV 11-15-21

GENERAL NOTES
1. ALL PLANTS SHALL BE GUARANTEED TO REMAIN ALIVE AND HEALTHY FOR THE FULL

TWELVE MONTH PERIOD AFTER SUBSTANTIAL COMPLETION. REPLACEMENTS SHALL BE
GUARANTEED AN ADDITIONAL TWELVE MONTHS. THE CONTRACTOR SHALL REPLACE ANY
PLANTS WHICH ARE DEAD OR ARE IN AN UNHEALTHY OR UNSIGHTLY CONDITION. THE COST
OF SUCH REPLACEMENTS SHALL BE BORNE BY THE CONTRACTOR.

2. CONTRACTOR TO MAINTAIN LANDSCAPING MATERIALS AND SOD FOR A PERIOD OF NOT
LESS THAN 30 DAYS AFTER ACCEPTANCE OF PROJECT BY OWNERS REPRESENTATIVE.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE VERIFICATION OF ALL UNDERGROUND
UTILITY LINES (TELEPHONE, GAS, WATER, ELECTRIC, CABLE TV, ETC.) PRIOR TO THE START
OF ANY WORK.

4. THE CONTRACTOR IS RESPONSIBLE FOR CALCULATING ALL QUANTITIES OF MATERIALS
FROM THE PLANTING PLAN. WHEN DISCREPANCIES OCCUR BETWEEN THE PLAN AND THE
MATERIALS LIST,THE PLANTING PLAN SUPERSEDES THE MATERIALS LIST IN ALL CASES.

PLANTING NOTES
1. ALL PLANT MATERIALS TO BE IN ACCORDANCE WITH AMERICAN STANDARD FOR NURSERY

STOCK ANSI Z60.1 - CURRENT EDITION.

2. PLANTING SHALL BE LOCATED WHERE IT IS SHOWN ON THE PLAN EXCEPT WHERE
OVERHEAD OR BELOW GROUND OBSTRUCTIONS ARE ENCOUNTERED. SHOULD
OBSTRUCTIONS BE FOUND, THE CONTRACTOR SHALL PROMPTLY NOTIFY THE LANDSCAPE
ARCHITECT WHO WILL RELOCATE THE PLANT MATERIAL.

3. ALL PLANTING BEDS SHALL BE PREPARED IN THE FOLLOWING MANNER: REMOVE ALL
WEEDS AND GRASSES FROM PLANTING BEDS PRIOR TO BEGINNING SOIL PREPARATION. IF
BERMUDA GRASS IS PRESENT IT SHALL BE ERADICATED BY APPROVED MEANS. SPREAD 2"
OF COMPOST (BACK TO EARTH SOIL CONDITIONER), 1" OF PINE BARK MULCH, AND
OSMOCOTE FERTILIZER (1 LB. PER 100 SQ. FT.) INCORPORATE TO A DEPTH OF 6".

4. ALL PLANTING BEDS AND TREE WELLS SHALL RECEIVE A MINIMUM OF 3" OF CEDAR MULCH.

5. ALL TREES SHALL BE PLANTED 2" ABOVE FINISH GRADE.

6. TWINE AND BURLAP SHALL BE CUT AND REMOVED FROM THE UPPER 1/3 OF THE ROOT BALL
ON ALL TREES AND SHRUBS.

7. FINISH GRADES OF ALL PLANTING BEDS SHALL PROVIDE POSITIVE DRAINAGE OUT OF
PLANTED AREA.

8. AREAS WITHIN THE PROPERTY LINES, THE R.O.W. PARALLEL TO THE PROPERTY LINES, AND
ALL OTHER LAWN AREAS DISTURBED BY THE CONSTRUCTION PROCESS THAT ARE NOT
DESIGNATED TO RECEIVE OTHER PLANTING, PAVING OR BUILDINGS ARE TO BE SODDED
WITH SOLID SOD BERMUDA GRASS.

9. ALL AREAS RECEIVING SOD SHALL RECEIVE A MINIMUM 4" OF TOPSOIL. SOD SHALL BE
STRONGLY ROOTED, FREE OF WEEDS AND UNDESIRABLE NATIVE GRASSES, AND SHALL BE
NOT LESS THAN 2 YEARS OLD. APPLY A 10-20-10 FERTILIZER AT A RATE OF TEN(10) POUNDS
PER 1,000 SQUARE FEET TO ALL LAWN AREAS PRIOR TO SODDING.

10. ALL PLANTING AREAS ADJACENT TO LAWN AREAS TO BE BORDERED BY 4" X 3/16" STEEL
EDGING BY RYERSON.

11.BACK FILL ALL TREE PITS WITH A SOIL MIXTURE CONSISTING OF 1 PART TOP SOIL AND 1
PART COMPOST AND 1/2 POUND OSMOCOTE FERTILIZER PER TREE.

12. ALL PLANTS SHALL BE TRUE OF SPECIES AND VARIETY AND SHALL CONFORM TO
MEASUREMENTS (CALIPER, SIZE, AND TRUNK HEIGHT) AS SPECIFIED ON THE DRAWING.

13.SIX WEEKS AFTER THE INSTALLATION OF SOD, A GRANULAR APPLICATION OF BARRICADE
PRE-EMERGENT WEED CONTROL SHALL BE APPLIED AT A RATE OF 10 POUNDS PER 1,000
S.F. AND THEREAFTER, ANNUAL APPLICATIONS SHALL BE APPLIED DURING THE SECOND
WEEK OF FEBRUARY.

14.SIX WEEKS AFTER THE INSTALLATION OF THE LANDSCAPE MATERIALS, THE FIRST OF TWO
ANNUAL LIQUID APPLICATIONS OF PENDULUM PRE-EMERGENT WEED CONTROL SHALL BE
APPLIED TO THE MULCH SURFACE IN ALL SHRUB AND GROUND COVER AREAS.

15.STAKING AND GUYING TO BE REMOVED BY THE LANDSCAPE CONTRACTOR NINE MONTHS
AFTER PLANTING.

IRRIGATION NOTES
1. WATER SHALL BE PROVIDED IN ALL PLANTING BEDS AND SOD AREAS BY AN ELECTRONIC

UNDERGROUND IRRIGATION SYSTEM.

2. IRRIGATION CONTROL ZONES SHALL BE SEPARATED TO PERMIT IRRIGATION OF SIMILAR
PLANT MATERIALS, SUN EXPOSURE, LAND SLOPE AND SOIL/LANDSCAPE CONDITIONS.
SYSTEM SHALL BE DESIGNED SUCH THAT ALL IRRIGATION HEADS SHALL APPLY WATER TO A
GIVEN AREA AT THE SAME RATE YIELDING MATCHED AND UNIFORM PRECIPITATION RATES
AND UNIFORM COVERAGE. SHRUB AND LAWN AREAS ARE TO BE IN ZONED SEPARATELY.

3. SPRAY HEADS SHALL BE SPACED NO FURTHER THAN FOR`HEAD TO HEAD' COVERAGE
BASED ON THE SPRINKLER HEAD PERFORMANCE PUBLISHED BY THE MANUFACTURER.
ROTARY HEADS SHALL BE SPACED NO FURTHER THAN 85 PERCENT AND 90 PERCENT FOR
3/4" INLET AND 1" INLET ROTARIES RESPECTIVELY AT THE DESIGN PRESSURE.

4. THE LANDSCAPE CONTRACTOR SHALL COORDINATE THE LANDSCAPE WATERING PROGRAM
WITH THE OWNERS REPRESENTATIVE.

5. INSTALL SEPARATE IRRIGATION METER, BACK FLOW PREVENTION DEVICE AND PROTECTIVE
HOUSING WITH HEAT TAPE. COORDINATE LOCATION WITH OWNER'S REPRESENTATIVE.
IRRIGATION CONTRACTOR SHALL FOLLOW THE SPECIFIED RECOMMENDATIONS OF THE
EQUIPMENT MANUFACTURERS TO INSURE PROPER INSTALLATION OF IRRIGATION SYSTEM.

6. PROVIDE ELECTRICAL POWER TO BACK FLOW PREVENTER FOR HEATING DEVICE.

7. SUBMIT IRRIGATION DESIGN DRAWINGS FOR REVIEW. COORDINATE EXACT LOCATION OF
CONTROLS WITH OWNER'S REPRESENTATIVE.
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SHRUB PLANTING DETAIL
SCALE: NTS2

NYLON WEBBING EQUAL TO ARBORTIE OR #12
GAGE DOUBLE STRAIN WIRE WITH RUBBER
HOSE AT TREE

UNDISTURBED SUB-GRADE UNDER ROOTBALL

3" MULCH
3" EARTH SAUCER

FINISH GRADE

SCARIFY EDGES OF HOLE

REMOVE TWINE, WIRE, AND BURLAP
FROM TOP 1/3 OF ROOT BALL

BACK FILL WITH SPECIFIED SOIL MIXTURE

PLANT TREE WITH TOP OF ROOT BALL
3" ABOVE FINISH GRADE

EXCAVATE HOLE 3 TIMES
THE WIDTH OF ROOT BALL

(2) 6' STEEL TEE POST
ALIGN NORTH-SOUTH

PRUNE DEAD OR BROKEN BRANCHES

CUT EDGE

NO MULCH AGAINST TRUNK
NO SOIL ON TOP OF ROOT BALL

TREE PLANTING DETAIL
SCALE: NTS1 L01.1

LANDSCAPE NOTES
AND DETAILS
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KEY NOTES

UNDERGROUND GREASE INTERCEPTOR - LOCATION TO BE DETERMINED

STEEL PIPE BOLLARD.  BOLLARDS TO BE PAINTED SAFETY
YELLOW PRIOR TO APPLICATION OF LDPE SLEEVE.

CONCRETE CURB AT LANDSCAPE AREA.

EDGE OF SIDEWALK AT PLANTER

CONC. DRIVEWAY

IRRIGATED LANDSCAPING, REFER TO LANDSCAPE DRAWINGS

DESIGNATED HANDICAP PARKING SPACE

PAINT 4" WIDE SOLID PARKING STRIPING W/ TWO (2) COATS HIGHWAY WHITE PAINT

ACCESSIBLE PARKING SPACE AND LOADING ZONE PAINT LOADING ZONE W/ 4"
WIDE STRIPES @3'-0" O.C.

INTERNATIONAL ACCESSIBILITY SYMBOL @ PARKING SPACE

ACCESSIBLE PARKING POLE SIGN

ACCESSIBLE PATH OF TRAVEL

DIRECTIONAL ARROW

DRIVE THROUGH MENU BOARD-INSTALLED BY SIGN COMPANY. VERIFY WITH PANDA PM
(SEE GENERAL NOTE ABOVE)

DRIVE THRU LANE SENSOR LOOP. INSTALL/POSITION SO LOOP IS CENTERED ON
ACTIVE PANEL OF DRIVE THROUGH WINDOW.  SEE DETAIL

TRASH ENCLOSURE, CONFIRM BIN SIZE WITH LOCAL WASTE MANAGEMENT COMPANY.

HEAVY DUTY CONCRETE APRON FOR DUMPSTER ENCLOSURE.  REFERENCE CIVIL DRAWINGS
FOR SPECIFICATIONS

PAVING - SEE CIVIL PLAN

NEW SWITCHGEAR

LIMIT OF CONSTRUCTION

"THANK YOU/DO NOT ENTER" SIGN

ACCESSIBLE RAMP

EXPANSION JOINT @ 20'-0" O.C. MAX.

TOOLED JOINTS @ 5'-0"X5'-0" O.C.
EXPANSION JOINT @ 20'-0" O.C.

NOT USED

CLEARANCE BAR/BASE INSTALLED BY SIGN VENDOR.

PROPERTY LINE

ORDER CONFIRMATION BOARD

RUBBER WHEEL STOP, REF. CIVIL DRAWINGS

DEMOLITION NOTE:
G.C. TO REMOVE ALL EXISTING ABOVE/UNDER GROUND STRUCTURAL WALLS, FOUNDATION,
ASPHALT, CONC. CURBS AND DEBRIS PRIOR TO NEW CONSTRUCTION.

GENERAL NOTE:
1. G.C. TO VERIFY AND PROVIDE ALL UNDERGROUND WIRING AND CONDUIT(INSTALLED BY LOCAL UTILITY

COMPANY) FROM TRANSFORMER TO ELECTRICAL MAIN SWITCHGEAR. DRIVE THRU. MENU BOARD,  BY
G.C.. VERIFY WITH  PANDA PM.

2.      WATER METER FOR IRRIGATION SHALL BE A SEPARATE METER THAN MAIN WATER METER. G.C. TO
         REFERENCE CIVIL UTILITY PLAN FOR SIZE AND LOCATION.

3.      PROVIDE & INSTALL CAGE AND COVER FOR THE BACK-FLOW PREVENTER AT 4" CONCRETE CURB IN 
LANDSCAPE AREA; GORILLA CAGE, MANUFACTURED BY HOUSTON IRRIGATION SERVICES SPRING,
TEXAS (281-705-9701). PROVIDE INSULATED COVER, 'AQUA SHIELD' MODEL # BFP1-S FOR COLDER 
REGIONS OF US. COORDINATE WITH PANDA PM. REFER TO DETAIL 11/ A-407

4.      FOR HORIZONTAL CONTROL PLAN REFER TO CIVIL DRAWINGS

ROOF DRAIN AND OVERFLOW DRAIN FROM ROOF TO EXIT TO DAYLIGHT THRU FACE OF
WALL.  COLD CLIMATES WILL REQUIRE CONNECTION TO STORM SEWER. ARCHITECT TO
VERIFY WITH LOCAL JURISDICTION.

GC TO COORDINATE LOCATION OF SIGN WITH SIGN CO.

SEALED CONC SIDEWALK. (AQUA MIX SEALER'S CHOICE GOLD). CONCRETE TO BE
LIGHT BROOM TEXTURE FINISH.  PROVIDE UNDER SLAB TREATMENT PER SOIL
REPORT. PROVIDE POSITIVE DRAINAGE AWAY FROM BLDG.
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A-200
EXTERIOR

ELEVATIONS

A-200
1

Scale= 1/4" = 1'-0"

NORTH ELEVATION

A-200
2

Scale= 1/4" = 1'-0"

SOUTH ELEVATION

A-200
3

Scale= NTS

WINDOW AND DOOR ELEVATIONS

FINISH FLOOR
0'-0" A.F.F.

BOTTOM OF SOFFIT
19'-6" A.F.F.

T.O. CAP
3'-2" A.F.F.

TOP OF PARAPET
22'-6" A.F.F.

TOP OF CANOPY
11'-0" A.F.F.
BOTTOM OF CANOPY
10'-0" A.F.F.
TOP OF PORTAL
9'-4" A.F.F.

ST-1

ST-1

ST-1

EIFS-2
UNDERSIDE

ST-1S

EIFS-1

EIFS-1

CD-2
START POINT OF
COMPOSITE DECKINGCD-1

MTL-1

MTL-1

ALUMINUM CANOPIES/ACCESSORIES
TO BE PROVIDED AND INSTALLED BY
G.C. TYP. CANOPIES MUST BE
PURCHASED FROM OWNER'S VENDOR.
G.C. TO CONFIRM VENDOR WITH
CONSTRUCTION P.M.

EIFS-1

A

B

5'-3 1/2"

20'-8"

6" 4'-3 1/2" 6" 5'-3 1/2"
(1) PANEL

26'-9 1/2"

4'-11 1/2" 6" 4'-11 1/2"4'-11 1/2" 6"
(1) PANEL

10
'-0

"

D

T

10
'-0

" V
ER

IF
Y

T

T

TTT

5'-7"

1'-11"3'-6"2"

3'-
0"

5'-
0"

OUTSIDE VIEW

AIR CURTAIN

E

T

4'-0"2'-11"

6'-11"

10
"

NARROW STILE S.F.
DOOR

D1

D2

D5

H.M. DOOR

T

REF. DOOR  
TYPES &  

SCHEDULE

6'-
10

"

10
'-0

"

3'-
2"

6'-
10

"

T

DRIVE-THRU
WINDOW UNIT

FIXED
STOREFRONT
UNIT

ALIGN

REF. DOOR  
TYPES &  
DOOR  
SCHEDULE

7'-
0"

3'-
0"

DOOR  

C

T

REF. DOOR  
TYPES &  
DOOR  
SCHEDULE

TT

8'-
2"

 V
ER

IF
Y

7'-0"

1'-11" 3'-0" 2'-1"

7'-
0"

1'-
2"

4'-3 1/2" 6"
(1) PANEL(1) PANEL (1) PANEL

6"
(1) PANEL

T

6"
(1) PANEL

T

4'-11 1/2" 4'-11 1/2"
(1) PANEL(1) PANEL

D7

D6

H.M. DOOR

O.H.

VENT AT
DOOR D7

3'-
2"

EXTERIOR FINISH SCHEDULE
MANUFACTURER MFG#NO COLOR NOTESFINISH

ST-1

ST-1S STONE CAP (3/8" VERTICAL JOINT -
MORTAR TO MATCH STONE CAP)

NOTES
1. INSULATING GLASS VITRO ARCHITECTURAL GLAZING

SOLARBAN 60 LOW E: WINTER U=0.29 SHGC: 0.25
VIS TRANS: 35%

2. DOORS: FULL GLAZED DOORS W/10" KICK BASE,
ANODIZED ALUM FINISH.  REFER HARDWARE
SCHEDULE.

3. WINDOW DIMENSIONS ARE FOR BIDDING PURPOSES
ONLY. G.C. TO VERIFY ACTUAL WINDOW
DIMENSIONS PRIOR TO FABRICATION INSTALLATION.

4. GLASS FACADE AND ENTRY DOORS TO BE
DESIGNED, DETAILED, FACTORY FABRICATED AND
SITE ASSEMBLED AND ERECTED.

5. MANUFACTURER: QUIK-SERV, MODEL SST-4860E
WITH THRU-BEAM   PHOTO-ELECTRIC BAR.
REGIONAL APPLICATION WITH  CF-25 NON HEATED
AIR CURTAIN OR CHF-25 HEATED AIR CURTAIN. TYPE
OF AIR CURTAIN LISTED ON WINDOW SCHEDULE.

6. WINDOW SYSTEM SHALL COMPLY WITH APPLICABLE
SECTION  AND CHAPTER 0F BUILDING CODE.

       TEMPERED GLASST

INSTALLED AND FURNISHED BY. G.C. UNLESS NOTED OTHERWISE  
01-11-19

FINESW 6252
ICE CUBE

FINESW 7067
CITYSCAPE

BUILDING BODY

BUILDING BODY

#2 GREY900 SERIES

ROCKY MTN.
RUNDLE

CORONADO STONE PRODUCTS CORONADO HONEY
LEDGE

EIFS-2

EIFS-1 STOTHERM ESSENCE
SYSTEM

STOTHERM ESSENCE
SYSTEM

STO

STO

F

G

7'-3"

7'-10"

10'-0" SINGLE
PANE GLASS

DARK BRONZE
ANODIZED
ALUMINUM

SINGLE PANE VESTIBULE GLAZING

10'-0" SINGLE DARK BRONZE
ANODIZED
ALUMINUM

SINGLE PANE VESTIBULE GLAZING

CORONADO STONE PRODUCTS -

-

CD-1 FIBERON HORIZON IPE 60% MATERIAL COVERAGE -
RANDOM MIX (NON-GROOVE)

COMPOSITE DECKING - CONTACT:  ERIC ATKINS  @
770-910-0930  EMAIL:  Eric.Atkins@fiberondecking.com

CD-2 FIBERON HORIZON TUDOR BROWN 40% MATERIAL COVERAGE -
RANDOM MIX (NON-GROOVE)

MTL-1 CAP FLASHING"PANDA EXPRESS IRON ORE"-EXCEPTIONAL METALS

PANE GLASS

ENTRY PORTAL & WAINSCOT
CONTACT: LISA KILGORE: 864-962-1221
PROVIDE 3/8" MORTAR JOINTS.
MFG.: ARGOS, COLOR: PUTTY

FRAMEGLASS

8'-2"

WIDTHSYM

C

A

WINDOW SCHEDULE
HEIGHT REMARKS

B

1" INSULATED
GLASS

59.5"6'-11"E QUIK-SERV (NON-HEATED AIR CURTAIN OR HEATED AIR CURTAIN), ROUGH OPENING
83" X 60" SEE ADDITIONAL NOTE # 5. CONTACT: WADE ARNOLD, 800-388-8307

TEMPERED
GLASS

10'-0"D 1" INSULATED
GLASS

T

INSTALLED AND FURNISHED BY. G.C. UNLESS NOTED OTHERWISE  

7'-0"

5'-11"

1" INSULATED
GLASS

1" INSULATED
GLASS

DARK BRONZE
ALUMINUM
STOREFRONT
DARK BRONZE
ALUMINUM
STOREFRONT
DARK BRONZE
ALUMINUM
STOREFRONT
DARK BRONZE
ALUMINUM
STOREFRONT
DARK BRONZE
ANODIZED
ALUMINUM

1" INSULATED GLAZING, IN 4.5" X 2" IN ANODIZED ALUMINUM FRAME

1" INSULATED GLAZING, IN 4.5" X 2" IN ANODIZED ALUMINUM FRAME

FINESW 7069
IRON ORE

EIFS ACCENT BANDEIFS-3 STOTHERM ESSENCE
SYSTEM

STO

6'-10"

6'-10"

20'-8"
LIN. FEET

1" INSULATED GLAZING, IN 4.5" X 2" IN ANODIZED ALUMINUM FRAME
REFER WINDOW TYPES FOR INDIVIDUAL SIZES

26'-9 1/2"
LIN. FEET

1" INSULATED GLAZING, IN 4.5" X 2" IN ANODIZED ALUMINUM FRAME
REFER WINDOW TYPES FOR INDIVIDUAL SIZES

COMPOSITE DECKING - CONTACT:  ERIC ATKINS  @
770-910-0930  EMAIL:  Eric.Atkins@fiberondecking.com

T

REF. DOOR  
TYPES &  
DOOR  
SCHEDULE

DOOR
OPTIONAL.
VERIFY WITH
PANDA PM.

T

T

T

T

T

7'-
0"

3'-
0"

10
'-0

" V
ER

IF
Y

3'-
2"

6'-
10

"

G

10
'-0

" V
ER

IF
Y

3'-
2"

6'-
8"

T

T

T

T

F

7'-10"

5'-6"2'-4"

7'-3"

5'-6" 1'-9"

T T T T

FINISH FLOOR
0'-0" A.F.F.

BOTTOM OF SOFFIT
19'-6" A.F.F.

TOP OF CANOPY
11'-0" A.F.F.

T.O. CAP
3'-2" A.F.F.

TOP OF PARAPET
22'-6" A.F.F.

BOTTOM OF CANOPY
10'-0" A.F.F.

ST-1

ST-1S

EIFS-1

EIFS-1

---
PAINT TO MATCH EIFS

ELEC. CABINET

---
PAINT TO MATCH EIFS

EIFS ACCENT BAND
EIFS-3



12' MATERIAL (CUT TO FIT) 12' MATERIAL (CUT TO FIT)

EIFS-2

FINISH FLOOR
0'-0" A.F.F.

BOTTOM OF SOFFIT
19'-6" A.F.F.

B.O. CAP
3'-0" A.F.F.

TOP OF PARAPET
22'-6" A.F.F.

TOP OF CANOPY
11'-0" A.F.F.
BOTTOM OF CANOPY
10'-0" A.F.F.

ST-1

UNDERSIDE

ST-1S ST-1

CD-1

EIFS-1

EIFS-2

EIFS-1

EIFS-1

EIFS-1

T.O. PORTAL
9'-4" A.F.F.

E

START POINT OF
COMPOSITE DECKING

CD-2

3 EQ. SPACES (EIFS)

MTL-1

ROOF OVERFLOW DRAIN,
REFERENCE PLUMBING
DRAWINGS

ROOF OVERFLOW DRAIN,
REFERENCE PLUMBING
DRAWINGS

ALUMINUM ACCENT BAND

ALUMINUM CANOPY TO BE PROVIDED
AND INSTALLED BY G.C. TYP. CANOPY
MUST BE PURCHASED FROM OWNER'S
VENDOR. G.C. TO CONFIRM VENDOR
WITH CONSTRUCTION P.M.

FINISH FLOOR
0'-0" A.F.F.

BOTTOM OF SOFFIT
19'-6" A.F.F.

B.O. CAP
3'-0" A.F.F.

TOP OF PARAPET
22'-6" A.F.F.

TOP OF CANOPY
11'-0" A.F.F.
BOTTOM OF CANOPY
10'-0" A.F.F.

TOP OF PARAPET
22'-0" A.F.F.

ST-1

ST-1S
ST-1

UNDERSIDE

EIFS-1

EIFS-1

EIFS-1

EIFS-1

EIFS-2

EIFS-1

5'-
6"

B

C D

START POINT OF
COMPOSITE DECKING

CD-1 CD-2

12' MATERIAL (CUT TO FIT) 12' MATERIAL (CUT TO FIT) 12' MATERIAL (CUT TO FIT)

MTL-1

AL
IG

N 
W

IT
H 

OP
EN

IN
G 

BE
LO

W

4'-
9"

4'-
6"

3"

℄

℄

12' MATERIAL (CUT TO FIT)

ALUMINUM CANOPY TO BE PROVIDED
AND INSTALLED BY G.C. TYP. CANOPY
MUST BE PURCHASED FROM OWNER'S
VENDOR. G.C. TO CONFIRM VENDOR
WITH CONSTRUCTION P.M.

EQUAL EQUAL

A-201
3

Scale= 1 1/2" = 1'-0"

COMPOSITE DECK FASTENING  & WATER PROOFING

SCREW/FASTENING
DTL.

11
2" LINE OF OUTSIDE CORNER - REF.

ELEVATIONS.

CENTERLINE OF BUTT-JOINT - REF.
ELEVATIONS.

1
4" JOINT BETWEEN FINISHED
BOARDS - TYPICAL

1/4
"

CENTERLINE OF EACH INTERMEDIATE
STUD BETWEEN ENDS/BUTT JOINTS OF
FIBERON - TYP.

1"
1"

1/4"

SURFACE MOUNTING FASTENING SYSTEM

SOLID PVC 1X2 SLEEPER/BATTEN
OVER EACH STUD. (PAINT FLAT
BLACK)

SOLID PVC 1X6 SLEEPER/BATTEN
WHERE BUTT-JOINT FALLS
BETWEEN STUDS AND/OR AT END
OF RUN (PAINT FLAT BLACK)

WALL STUD - REFER STRUCTURAL

PRIMARY LAYER:
FLUID APPLIED WATER
PROOFING AS SPECIFIED
OVER ENTIRE SURFACE OF
EXTERIOR SHEATHING AS
SCHEDULED TO RECEIVE
COMPOSITE DECKING.

SECONDARY LAYER:
15 POUND BUILDING FELT
OVER ENTIRE SURFACE OF
EXTERIOR SHEATHING AS
SCHEDULED TO RECEIVE
COMPOSITE DECKING.

EXTERIOR SHEATHING - REF.
ARCHITECTURAL AND
STRUCTURAL DETAILS

WATER/AIR BARRIER CONSTRUCTION

MECHANICAL PATCH:
MASTIC OVER ALL MECHANICAL
FASTENERS

WATER PROOF FLASHING:
4" TITE-SEAL SELF ADHESIVE
RUBBERIZED ASPHALT ROLL
FLASHING BEHIND EACH BATTEN
(PAINT FLAT BLACK)

SCREW FASTEN BATTENS@16"
O.C. VERTICALLY

1
4" JOINT BETWEEN FINISHED
BOARDS, @ ENDS & @ BUTT
JOINTS - TYPICAL

STAINLESS STEEL FINISH SCREWS
REFER SPECIFICATIONS BELOW

PROVIDE 2 1/2" GRIP-RITE (OR
EQUAL) DECK SCREWS -
STAINLESS STEEL, STAR DRIVE

AT WOOD STUDS:

AT METAL STUDS:
PROVIDE 2 1/2" SIMPSON BUGLE HEAD
SELF-DRILLING STAINLESS STEEL - #2
SQUARE DRIVE SCREWS WITH
#3 DRILL POINT (TYPE 410 STAINLESS
STEEL)

CONTINUOUS COMPOSITE
INSULATING WALL SHEATHING
WHERE REQUIRED, REF. TO
ARCHITECTURAL WALL SECTIONS

STAINLESS STEEL FINISH SCREWS
REFER TO ISOMETRIC DETAIL
BELOW FOR SPECIFICATIONS
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A-201
EXTERIOR

ELEVATIONS

A-201
1

Scale= 1/4" = 1'-0"

EAST ELEVATION

A-201
2

Scale= 1/4" = 1'-0"

WEST ELEVATION

*SEE SHEET A-200 FOR EXTERIOR FINISH SCHEDULE

*SEE SHEET A-200 FOR EXTERIOR FINISH SCHEDULE



NOTE:

FLOOR OF DUMPSTER AREA MUST BE
BROOM FINISH AND SEALED WITH (AQUA
MIX SEALER'S CHOICE GOLD) CEMENT
SEALER.

A-407
1

Scale= 1/4" = 1'-0"

TRASH ENCLOSURE

A-407

1'-
0"

14
'-0

"

4"

8" 8"24'-0"

25'-4"

8" 8"

4'-
8"

5'-
2"

12'-0" 12'-0"

11'-0" CLEAR

10
'-0

"
4'-

0"

5'-6"

11'-0" CLEAR

4"

4'-0" 4'-0" 4'-0" 4'-0" 4'-0" 4'-0"

1'-
2"

8'-
8"

6" DIA STEEL PIPE BOLLARD,
REF. DETAIL 18/A407 FOR
APPLICATION OF SLEEVE

6" DIA STEEL PIPE BOLLARD,
REF. DETAIL SIMILAR 18 / A-407.
PAINT SAFETY YELLOW. (NO
LDPE SLEEVE REQUIRED FOR
THESE FIVE BOLLARDS)

A-407
8

A-407
02

4
A-407

5" DIA EXTRA-STRONG GALV.
STEEL GATE POST WITH
CONCRETE FILL - PROVIDE
PAINT FINISH

1" DIA. STEEL SLEEVE SET IN
CONC. SLAB TO KEEP DOOR
FIXED IN OPEN POSITION

PO
SI
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VE

 D
RA
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AG
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SL

OP
E 

DO
W

N 
FO

R

A-407
13

A-407
13

04
A-407

(SIM)

REF. CIVIL DRAWINGS FOR
PAVING INFORMATION

℄℄℄ ℄ ℄℄

℄ ℄ ℄ ℄ ℄

℄

℄ ℄

5'-6"5'-6"5'-6" 21
2"21

2" 21
2"21

2" 6"

NOTE:  ANY DIAGONAL SUPPORT FOR
GATES SHALL BE INSTALLED ON THE INSIDE
OF ENCLOSURE. THIS SHALL NOT  BE
VISIBLE ON THE OUTSIDE OF THE GATE.

NOTE:
THE TRASH ENCLOSURE EXTERIOR CMU
WALLS TO HAVE EIFS (COATING) FINISH TO
MATCH BUILDING TEXTURE - SEE: A-200

TRASH ENCLOSURE WALL COLOR SHALL
MATCH

TRASH ENCLOSURE GATE COLOR SHALL
MATCH "PANDA EXPRESS IRON ORE"

INTERIOR WALLS SHALL BE SMOOTH,
CLEANABLE AND SEALED WITH AN
APPROVED EPOXY CEMENT SEALER.
COLOR TO MATCH EXTERIOR.

A-407
2

Scale= 1/4" = 1'-0"

FRONT ELEVATION

EIFS-1

NOTE:  CONTRACTOR TO SUPPLY & INSTALL
ALL HINGES, GATE LATCHES, CANE BOLTS,
ETC.  AS INDICATED.

MINIMUM 4'-0" EMBEDDMENT

FRONT ELEVATION

1 3/8" 18 GA. CORRUGATED GALVANIZED
STEEL DECKING WELDED TO FRAME, PRIME
AND PAINT ALL SIDES TO MATCH "PANDA
EXPRESS IRON ORE"

A-407
15B

A-407
15A

7'-
4"

4'-
6"

A-407
4

Scale= 1/4" = 1'-0"

SIDE ELEVATION

SIDE ELEVATION

EBERHARD GRAB HANDLE
(#4302), C.L. HANDLE AT 38"

PROVIDE SIDE SLIDING
GATE LATCH SIMILAR TO
MAIN GATE. REF. DETAIL 15B

17

A-407

REF. STRUCTURAL

EXPANSION JOINT MATERIAL

REF. CIVIL

GROUT CELLS SOLID
BELOW FINISHED GRADE

REFERENCE STRUCTURAL
DRAWINGS FOR ADDITIONAL WALL
INFORMATION

20"

36"

RE
F.

 S
TR

UC
TU

RA
L

7'-
4"

A-407
8

Scale= 1/2" = 1'-0"

TRASH ENCLOSURE WALL SECTION

INTERIOREXTERIOR

RE
F.

ST
RU

CT
.

REF.
STRUCT.

G.I. CAP FLASHING

RE
F.

 S
TR

UC
T.

EIFS (COATING) FINISH
TO MATCH BUILDING
TEXTURE - SEE A-200

MTL-1

A-407
9

Scale:

NOT USED
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10

Scale:

NOT USED

5'-5" 5'-5"

8'-0
"

4' x 8' x 3/4" PLYWOOD

4' x 4' x 12'-0"
WOOD POSTS

GC TO ATTACH SIGN VENDOR
PROVIDED BANNER WITH SCREWS

WITH 12"Ø WASHERS AT ALL
EYELETS.

4'-
0"

3'-
6"

4'-
6" 12
'-0

"

SIDE ELEVATION

PLAN VIEW

TRAFFIC

NOTE: GC TO COORDINATE PLACEMENT
ONSITE WITH PANDA PROJECT MANAGER.

A-407
16

Scale= 1/4" = 1'-0"

"COMING SOON" SIGN DETAIL

CLOSED POSITION

PROVIDE (2) ACCESSIBLE GREASE

FITTINGS PER COLLAR TO PROVIDE

COMPLETE COVERAGE

5" DIA EXTRA-STRONG GALV. STEEL

GATE POST WITH CONCRETE FILL -

PROVIDE PAINT FINISH

L1-3/4x1-3/4x3/16" FRAME AND

DIAGONAL BRACING, WELDED

ALL AROUND

STEEL DECKING

SECURE PLATE TO COLLAR

WITH CONT. WELDS

SECURE GATE SUPPORT

PLATE TO GATE FRAMING

WITH CONTINUOUS WELDS

SET LOW SIDE OF COLLAR TO

BE EXACTLY PERPENDICULAR

TO DUMPSTER WALL FOR

"GATE CLOSED" CONDITION

GALV. STL GATE

COLLAR-SECURE TO GATE

POST WITH CONT. WELDS AT

BOTTOM SURFACE

4"

3x2x1/4" HSS FRAME, WELDED

ALL AROUND

2"
4"

21 2"

A-407
13

Scale= 3" = 1'-0"

HINGE DETAIL

PROVIDE (1) SHOP COAT OF

PAINT PRIMER AFTER

GALVANIZING

5" DIA.

5" OUTSIDE DIAMETER OF

STEEL GATE POST

5" INSIDE DIAMETER OF STEEL

COLLAR

5" OUTSIDE DIAMETER OF

STEEL GATE POST

5" INSIDE DIAMETER OF STEEL

COLLAR

3x3x1/4" GALV. STEEL

PLATE-SECURE TO COLLAR

WITH CONT. WELDS

3"
6"

2"x2"x1/4" ANGLE

GATE FRAME

3/4" DIA. CANE BOLT

WITH 4" LONG HANDLE

1" I.D. X 3" SLEEVE WELDED TO

GATE FRAME - TYP. OF 2 EACH

GATE.

1" I.D. X 6" SLEEVE SET CORE

PAVEMENT AND SET WITH

EPOXY GROUT.  PROVIDE FOR

BOTH OPEN AND CLOSED GATE

POSITIONS.

2"X2"X3/16" ANGLE

FOR HANDLE REST

WELD TO FACE OF STEEL

DECKING

1'-6"

3" 3" 3" 6" 3"

2"x2"x1/4" ANGLE

GATE FRAME

1" I.D. X 3" SLEEVE WELDED

TO GATE FRAME - TYP. OF 2

EACH GATE.

1/4" METAL PLATE

WELDED TO FRAME

3"

6" 1'-2"

"B' GATE LATCH DETAIL"A" CANE BOLT DETAIL

A-407
15

Scale= NTS

DUMPSTER GATE LATCH DETAILS

A-407
17

Scale= 3" = 1'-0"

DUMPSTER CAP DETAIL

(2) #5 CONTINUOUS

GROUT FILLED BOND BEAM

CONT. TREATED 2X NAILER

(RIPPED TO FIT)

G.I. CAP FLASHING

SLOPE FOR DRAINAGE

3/8" GALV. EXPANSION BOLT @ 32" O.C.

COUNTER-SINK INTO NAILER AND CUT

FLUSH. MIN. EMBEDDMENT 1 1/2"

ARCHITECTURAL FINISH - REFER

DUMPSTER ELEVATIONS FOR

BOTH INTERIOR AND EXTERIOR.

MTL-1

(2) #5 X 10" STL REBAR THRU

POST EW (2 PER POST)

1/2" EJT (4 SIDES) SEALANT

ON 1/2" FILLER

LC

6"Ø  SCH 40 GALV STD STEEL PIPE -

FILL W/ CONC-ROUND OFF TOP (TYP).

PAINT SAFETY YELLOW PRIOR TO

APPLICATION OF LDPE SLEEVE.

FLATWORK

CONCRETE SLAB/PAVING

CONCRETE FOOTING

6"

7'-
6"

5'-
0"

2'-
0"

1'-6"

2"

BOLLARD

7'-
0"

A-407
18

Scale= 1" = 1'-0"

BOLLARD / POST BASE

YELLOW LDPE THERMOPLASTIC

BUMPER POST SLEEVE FROM IDEAL

SHIELD - # BPD-YL-06-60-S OR EQUAL

- INSTALL PER MFG. SPECIFICATIONS

A-407
11

Scale= NTS

NOT USED

A-407
TRASH ENCLOSURE

DETAILS
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Statistics

Description Symbol Avg Max Min Max/Min Avg/Min
CALC SUMMARY- PROPERTY 
LINE 0.3 fc 1.0 fc 0.0 fc N/A N/A

TRASH ENCLOSURE 3.3 fc 3.8 fc 2.7 fc 1.4:1 1.2:1

CALC SUMMARY- PAVED 
SURFACE 3.0 fc 6.5 fc 0.3 fc 21.7:1 10.0:1

Schedule

Symbol Label Quantity Catalog Number Description Filename
Lumens 

Per 
Lamp

Lumen 
Multiplie

r

Light Loss 
Factor Wattage Efficiency

A
6 SLM-LED-18L-SIL-FT-40-

-70CRI-IL
CONTACT RYAN ZINSELMEIER- 
314-531-2600

SLM-LED-18L-
SIL-FT-40-
70CRI-IL.ies

12046 1 1 148.5 100%

B
1 SLM-LED-18L-SIL-3-40-

70CRI-IL
CONTACT RYAN ZINSELMEIER- 
314-531-2600

SLM-LED-18L-
SIL-3-40-70CRI-
-IL.ies

13767 1 1 148.5 100%

D
1 SLM-LED-18L-SIL-FT-40-

-70CRI-IL
CONTACT RYAN ZINSELMEIER- 
314-531-2600

SLM-LED-18L-
SIL-FT-40-
70CRI-IL.ies

12046 1 1 297 100%

Note
1. MOUNTING HEIGHT OF 22' (20'POLE)
2. CALCULATIONS TAKEN AT GROUND LEVEL
3.CONTACT VILLA LIGHTING- RYAN ZINSELMEIER- 
RYAN.ZINSELMEIER@VILLALIGHTING.COM- 314-531-2600
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Proposed Sign Package
Lombard, IL
351 E Roosevelt Rd. 

05.21.2021

Revisions:
08.02.21  |  S3 - Centered sign horizontally
08.20.21  |  Added new site plan & elevations
09.13.21  |  Added new site plan

C69815



Code Summary

Code Allowance

1sf per ft of st
frontage; NTE
100 sf total = 100
sf total for wall
signs

Long Storefront

Short Storefront Rear

Drive Thru100 sf total

100 sf total XX

100 sf total

Elevation Allowed Elevation Allowed

SIGN LOCATION TYPE HEIGHT WIDTH ALLOWED PROPOSED BALANCE

S1

LONG
STOREFRONT

STACKED RED
LETTERSET 2’-6” 13’-5 1/2” 100 53.19 46.81

S2

SHORT
STOREFRONT

LOCKUP
LOGO 5’-0” 5’-0” 46.81 25 21.81

S3
DRIVE THRU 
ELEVATION

LOCKUP
LOGO 4’-6” 4’-6” 21.81 20.25 1.56

S8 STREET PYLON 20’-0” 6’-6 3/8” 50 50 0

140760

C69815-1Drawing #

OE #

Lombard IL

351 E Roosevelt Rd. 

05/21/2021 City/State: 

Address: 

Date: 

KBDesigner: PM: SN

Drive/Clients/
File Location:Revisions:

X
X
X
X

X
X
Revised S8 sf - KB - 6.14.21

AS CR EN

STND
CSTM



Site Plan

S1

D4 D5

S2

S1

S2
S3

D4
D5

S8

2’-6” stacked 
red letterset

5’ Lock Up 
Logo

Pylon with 6’-6 3/8 cabinet
20

’-
0”

6’
-6

 3
/8

”

3’
-6

”

D6 D7

S8

140760

C69815-3Drawing #

OE #

Lombard IL

351 E Roosevelt Rd. 

05/21/2021 City/State: 

Address: 

Date: 

KBDesigner: PM: SN

Drive/Clients/
File Location:Revisions:

X
X
X
X

New site plan - KB - 9.13.21
New site plan - KB - 8.20.21
New site plan - KB - 6.14.21

AS CR EN

STND
CSTM

S3 4’-6” Lock Up 
Logo

Qty. 2

Qty. 2D6

D7

Xavier Gavin
Stamp

Xavier Gavin
Line

Xavier Gavin
Line

Xavier Gavin
Rectangle
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Site Plan
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SIGN LOCATION TYPE HEIGHT WIDTH ALLOWED PROPOSED BALANCE

Elevations
Scale | 3/32" = 1'
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SIGN LOCATION TYPE HEIGHT WIDTH ALLOWED PROPOSED BALANCE

Elevations
Scale | 3/32" = 1'
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SIGN LOCATION TYPE HEIGHT WIDTH ALLOWED PROPOSED BALANCE

Elevations
Scale | 3/32" = 1'
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Install new internally illuminated double-faced pylon 
sign.  Refer to site plan for exact location.
Custom cabinet size NTE 50 sf.

Left Elevation
Scale: 1/4" = 1'

Street Elevation
Scale: 1/4" = 1'

to street

2
0
'-
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"

Illuminated Pylon Sign - Qty: 1S8
COLOR SPECIFICATIONS

White Panagraphics III
flexible face material

MAIN CABINET FACE

3M Scotchcal #3630-33 Red
Note: red vinyl ring on perimeter must 
be applied after face is stretched

3M #3630-22 Black

.080" Aluminum fabricated cabinet
Color: to match Pantone Black 7C

MAIN CABINET

.080" break-formed aluminum cabinet
Routed and backed

"DRIVE THRU" CABINET

Bayer Makrolon .177" #7328
White LD Polycarbonate

"DRIVE THRU" COPY

Cladding painted to match
Pantone Black 7C

.080" Aluminum painted 
to match Pantone Black 7C

POLE COVER

1'-6"

A

B

C

D
F G

HI

K

L

M

E

J

SCALE | 3/8” = 1’
SQ FT | 50.00

6 5/8”

3’
-6

 1/
16

”

4’
-3

 3
/4

”

6
’-6

 3
/8

”

6’-6 3/8”

2
 3

/1
6

”
6

 7
/1

6
”

1'-11 9/16"

5'-10 11/16"

8'
-1

 15
/1

6
"

7”

1’-
2

 15
/1

6
”

5 1/8”

6’-6 3/8”


	G-001_Title Sheet-2300_True Warm and Welcome-G-001 Title Sheet
	Sheets and Views
	G-001 Title Sheet


	C01.0 General Notes
	C02.0 Survey
	C02.1 Survey
	C03.0 Demolition and EC Plan
	C04.0 Site Plan
	C04.1 Staking Plan
	C04.2 Hardscape Details I
	C04.3 Hardscape Details II
	C05.0 Utility Plan
	C05.1 Utility Details I
	C06.0 Grading and Drainage Plan
	C06.1 ESPC Details I
	C06.2 ESPC Details II
	L01.0 Landscape Plan
	L01.1 Landscape Notes and Details
	A-100_Arch-Site-Plan-2300_True Warm and Welcome-A-100
	Sheets and Views
	A-100


	A-200_Exterior Elevations-2300_True Warm and Welcome-A-200-Exterior Elevations ( Fiberon & Stone)
	Sheets and Views
	A-200-Exterior Elevations ( Fiberon & Stone)


	A-201_Exterior Elevations-2300_True Warm and Welcome-A-201 Exterior Elevations  - (FIBERON & STONE) (2)
	Sheets and Views
	A-201 Exterior Elevations  - (FIBERON & STONE) (2)


	A-407_Trash Enclosure Details-2300_True Warm and Welcome-A-407 Trash Enclosure Details
	Sheets and Views
	A-407 Trash Enclosure Details


	Panda Express- Lombard, IL Photometric 11-15-21
	Sheets and Views
	Model


	C69815 Lombard IL brandbook 20210913
	1: Cover
	2: Code
	3: Site
	Page 4
	5: Elevation 1
	6: Elevation 2
	7: Elevation 3
	8: S8


